
1 column mobile post lift 3t
Reference : PE 1000

Item name 1 column mobile post lift 3t

Bar code 3700461400803

Text Optimized working thanks to fast lifting and lowering times (+/- 45 seconds).
Simple operation: raising and lowering via control box.
Maximum safety: electromagnetic release of safety catches, no mechanical lever,
emergency lowering system in the event of power failure.
Particularly well-suited to paint, bodywork, brake and tire service operations.

Electro-hydraulic single-column Post lift.
Flexibility of use: easy to maneuver thanks to its displacement kit, with no need to fix it to
the floor.
Working comfort: equipped with an access ramp with a 100 mm lowered ground
clearance for easy vehicle access.
Compact size: ideal for small spaces.
Highly versatile: multiple lifting capacities thanks to 4 telescopic arms in 2 parts and
adjustable buffers.

Product highlight 3T load
Small footprint

Specifications Specifications :
- lifting height: 100-1810mm
- rise/fall time: +/- 45s
- drive voltage: 2.2Kw/23OV/50Hz



- foundations: thickness without floor covering: 200mm
- 4 telescopic arms
- adjustable buffers with screw pitch 100-170mm
- Epoxy paint

Advice Installation et mise en service, nous consulter.
Dans le cadre de la garantie, l'installation et la mise en service doivent être effectuées par
un professionnel.
Frais de transport non inclus.

Warranty period 2 years

Power 2200W

Voltage 240V

Product weight (kg) 770 kg

Maximum load (T) 3 T

Tariff code Tariff Equipment (TE)

Warranty ProcedureINTERVENTION

    

CLAS EQUIPEMENTS
83, chemin de la CROUZA
73800 CHIGNIN
France

Tel : +33 (0) 4 79 72 62 22
Fax :

Monday to Friday - From 8 to 12h
and from 13h30 to 17h30 (16h30 on
Friday)


