CLAD

BEYOND TOOLS, A TEAM

Oil pressure adapters
Reference : AC 0815

Item name Oil pressure adapters
Bar code 3701555306568
Introduction Using the 0-300bar pressure sensor included in our AC0800 Kit, this kit enables you to

test the il pressure in the engine and/or turbocharger of most Engine models.

Text In just afew minutes, if the oil pressure sensor is not accessible (e.g. located behind the
aternator), you can quickly take the oil pressure directly from the turbo, in place of the
original banjo connector.

Product highlight  Precise diagnosis

Specifications Specifications:
- 10 adaptersto fit most oil pressure sensors.
- 4 adaptersto fit most Banjo turbo adapters.
- 1 90° quick connector

Dimensions:
contactor:

- 1: 12.5x125
- 2:13x140

- 3. 10x0.9

- 4: 9.5x1/8"
- 5:9.3x100
- 6: 10x100

- 7. 12x150



- 8: 14x150

- 9: 16x150

- 10: 18x150
banjo:

- 11: 14x150

- 12: 12x150

- 13: 11x3/8unf
- 14: 10x100

Warranty period 2 years
Tariff code Tariff Normal (TN)
Warranty ProcedureEASY
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CLAS EQUIPEMENTS Tel : +33(0) 4 7972 62 22
83, chemin de la CROUZA Fax :

73800 CHIGNIN
France

Monday to Friday - From 8 to 12h
and from 13h30 to 17h30 (16h30 on
Friday)




