
OIL PRESSURE INSERT, ETHANOL AND BP FUEL
Reference : AC 0844

Item name OIL PRESSURE INSERT, ETHANOL AND BP FUEL

EAN code 3701555310213

Intro Using the 0-300 bar pressure sensor, this kit enables you to test engine oil pressure via 
the pressure switch and/or turbo lubrication on most engines.

Text In just a few minutes, if the oil pressure sensor is not accessible (e.g. located behind the 
alternator), you can quickly take the oil pressure directly from the turbo, in place of the 
original banjo connector.

Specifications Specifications: 
- 10 adapters to fit most oil pressure sensors
- 4 adapters to fit most Banjo turbo adapters
- 1 90° quick connector

Dimensions :
contactor :
- 1: 12.5x125
- 2: 13x140
- 3: 10x0.9
- 4: 9.5x1/8"
- 5: 9.3x100
- 6: 10x100
- 7: 12x150
- 8: 14x150



- 9: 16x150
- 10: 18x150
banjo:
- 11: 14x150
- 12: 12x150
- 13: 11x3/8unf
- 14: 10x100

Warranty period Not applicable

Tariff code Tariff Normal (TN)

Composition of 
nomenclature

1 x AC 0815 - OIL PRESSURE ADAPTERS
1 x SA 0863 - EMPTY FOAM STORAGE TRAY 1/3 DRAWER FOR AC 0815
2 x EG 0080 - FOAM STORAGE TRAY
1 x AC 0807 - SCHRADER CONNECTOR 7/16" x 20UNF
1 x AC 0808 - SCHRADER CONNECTOR 8v1
1 x AC 0809 - SCHRADER CONNECTOR M8x100
1 x AC 0818 - ETHANOL E85 CONTROL ADAPTERS

Warranty ProcedureNO

*Public price Exl. Tax : €790.00
*Applicable user fees from 01/09/2023 to 31/08/2024

CLAS EQUIPEMENTS
83, chemin de la CROUZA
73800 CHIGNIN
France

Tel : +33 (0) 4 79 72 62 22
Fax : 

Monday to Friday - From 8 to 
12h30 and from 14h to 17h30 
(16h30 on Friday)

https://www.clas.com/en/oil-pressure-adapters-ac-0815.html
https://www.clas.com/en/empty-foam-storage-tray-1-3-drawer-for-ac-0815-sa-0863.html
https://www.clas.com/en/foam-storage-tray-eg-0080.html
https://www.clas.com/en/schrader-connector-7-16-x-20unf-ac-0807.html
https://www.clas.com/en/schrader-connector-8v1-ac-0808.html
https://www.clas.com/en/schrader-connector-m8x100-ac-0809.html
https://www.clas.com/en/ethanol-e85-control-adapters-ac-0818.html

