CLAD

BEYOND TOOLS, A TEAM

25| waste oil drainer
Reference : HU 0185BL

I[tem name 25| waste oil drainer

Bar code 3701555311630

Introduction This vacuum tool can also be used to carry out draining independently, both inside and
outside the workshop.

Text This oil recuperator performs Engine oil changes by suction only.
Thanks to its various probes (rigid and flexible) with diameters ranging from 5mm to
8mm.

Product highlight ~ Autonomous: can also be used outdoors

Specifications Specifications:
- Tank height: 470 mm
- Tank ail draining hose: 1,400 mm
- Suction hose: 1,400 mm
- 3flexible probes: ¥8; @6; @5/ L: 910 mm
- 2rigid probes. @6; @8/ L: 700 mm
- probe case, L 680 mm
- pressure gauge: from 0.2 bar to -1 bar
- Venturi system
- Supply pressure: 6 to 8 bar
- Supply pressure for tank oil draining: 1 bar max
- Level indicator

Warranty period  2years



Capacity (ml) 25,000 ml

Capacity (1) 251
Tariff code Tariff Normal (TN)
Product range B-Line

Warranty ProcedureDIAGNOSTIC
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CLAS EQUIPEMENTS Tel : +33 (0) 4 79 72 62 22
83, chemin de la CROUZA Fax :

73800 CHIGNIN
France

Monday to Friday - From 8 to 12h
and from 13h30 to 17h30 (16h30 on
Friday)




