
70l MIXED WASTE OIL DRAINER
Reference : HU 0189NBL

Item name 70l MIXED WASTE OIL DRAINER

Bar code 3701555312262

Text This oil recuperator changes Engine oil by suction or gravity.
Thanks to its various probes (rigid and flexible) with diameters ranging from 5mm to
8mm.

The graduated scale on the used oil collection bowl allows you to monitor the quantity of
oil removed.
Ideal for vehicles not equipped with level control probes.

Specifications Specifications :
- transparent pre-chamber with level indicator
- 1400mm suction hose
- 1400mm tank drain hose
- 3 flexible probes: Ø8; Ø6; Ø5 / L: 910mm
- 2 rigid probes: Ø6; Ø8 / L: 700mm
- gravity drain
- suction drain
- power supply: 6 to 8bar
- Ø bowl: 415mm
- pre-chamber capacity: 10l
- supply for tank discharge: 1bar
- level indicator
- weight: 25kg



- min. h.: 1320mm
- max. height: 1590mm

Warranty period 2 years

Capacity (ml) 70,000 ml

Capacity (l) 70 l

Tariff code Tariff Normal (TN)

Composition of
nomenclature

1 x HU 0189BL-1 - 70l MIXED WASTE OIL DRAINER
1 x HU 0189BL-2 - BOWL FOR 70l MIXED WASTE OIL DRAINER

Product range B-Line

Warranty ProcedureEASY

   

CLAS EQUIPEMENTS
83, chemin de la CROUZA
73800 CHIGNIN
France

Tel : +33 (0) 4 79 72 62 22
Fax :

Monday to Friday - From 8 to 12h
and from 13h30 to 17h30 (16h30 on
Friday)


