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BEYOND TOOLS, A TEAM

90L MIXED OIL RECUPERATOR WITH PRECHAMBER
Reference : HU 0389N
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Specifications

90L MIXED OIL RECUPERATOR WITH PRECHAMBER
3701555318264

This oil recuperator changes Engine oil by suction or gravity.

The graduated scale on the used oil collection bowl allows you to monitor the quantity of
oil removed.
Ideal for vehicles not equipped with alevel control probe.

Large capacity 90L + bowl

Specifications:

- 150cm suction hose

- 150cm tank drain hose

- 5flexible probes: @6/L. 700mm (2pcs); D8/L. 700mm (2pcs); D6/L. 900mm (1pc);
- suction drain: ~2.5L.min

- power supply: 6 to 8bar

- @ basin without extension: 370mm

- @ basin with extension: 590mm

- basin equipped with strainer and retaining grid
- pre-chamber capacity: 10L

- supply for tank discharge: 0.5bar

- level indicator

- weight: 30kg

- min. height: 1400mm



- max. height: 1700mm

- storage box
Advice Do not exceed 85L filling capacity to ensure safe transport/emptying
Warranty period  3years
Max. height 1,700 mm
Min. height 1,400 mm
Capacity (ml) 90,000 mi
Capacity (1) o)
Tariff code Tariff Normal (TN)

Composition of 1 x HU 0389-1 - TANK FOR 90l MIXED WASTE OIL DRAINER
nomenclature 1 x HU 0389-2 - BOWL FOR 90l MIXED WASTE OIL DRAINER

Warranty ProcedureDIAGNOSTIC
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