CLAD

BEYOND TOOLS, A TEAM

Articulated videoscope 3.9mm
Reference : AC 5059

Item name Articulated videoscope 3.9mm

Bar code 3701555323244

Text Checks fuel system (injector, spark plug, valve and combustion chamber) for carbon
deposits.

Suitable for fast, qualitative inspection of hard-to-reach (small, dark) areas.

180° orientation function via control wheel on handle.
Specific image recording and playback functions.

Product highlight  Only 3.9mm @

Specifications Specifications:
- lenssize: 3.9mm
- screen size: 4.3" TFT-LCD
- pixels: 1 millions
- depth of field: 20 -100 mm
- perspective: Viewing angle? 80 °.
- number of LEDs: 6LED
- probe length: 1m
- probe material: wear-resistant metal tubing
- battery: 2600mAh
- operating time: 3 hours
- recording resolution: JPG (1920x1080p)



- Zoom: X2/ x4

- language: 11 languages

- steering angle: 180° in both directions
- radius of curvature: 32 mm

- operating temperature: tube -10°C ~ 70°C; machine -10°C~ 50°C

- P67
- comes with Micro SD 32Go
- USB-c

Warranty period 2 years
Cablelength 1m

Tariff code Tariff Normal (TN)
Warranty ProcedureDIAGNOSTIC
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CLAS EQUIPEMENTS Tel : +33 (0) 4 79 72 62 22
83, chemin de la CROUZA Fax :

73800 CHIGNIN
France

Monday to Friday - From 8 to 12h
and from 13h30 to 17h30 (16h30 on
Friday)




