
Windscreen removal kit
Reference : OC 1401

Item name Windscreen removal kit

Bar code 3700461416996

Introduction Central lever-operated suction pad with return spring mounted on swivel arm.

Text The device replaces the second technician to pull the wire to be cut from inside the
vehicle, attached to the suction cup in the center of the windscreen. The spring-loaded
system pulls the wire piecemeal while the technician pulls the wire from outside.

Product highlight 1 single operator

Contents Contents:
- OC4500: hollow leader needle
- OC2100: braided wire reel 0.8mmx0.8mmx44m
- OC 2900: Pair of Grip Pull Handles
- OC1399: spring-loaded suction cup

Warranty period Not applicable

Tariff code Tariff Normal (TN)

Composition of
nomenclature

1 x OC 1399 - Spring suction
1 x OC 2900 - Pair of pulling handles
1 x OC 2100 - Sawing wire 0.8mmx0.8mmx44m
1 x OC 4500 - Hollow starting needle

Warranty ProcedureNO

https://www.clas.com/en/spring-suction-oc-1399.html
https://www.clas.com/en/pair-of-pulling-handles-oc-2900.html
https://www.clas.com/en/sawing-wire-0-8mmx0-8mmx44m-oc-2100.html
https://www.clas.com/en/hollow-starting-needle-oc-4500.html
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