CLAD

BEYOND TOOLS, A TEAM

UNIVERSAL TIMING GEAR HOLDER
Reference : OM 3753

[tem name UNIVERSAL TIMING GEAR HOLDER

Bar code 3700461456640

Introduction This sprocket block holds and/or rotates the camshaft by blocking the pulley.
Text Depending on its position and the space required on the Engine, the handle can be

adjusted from 25mm/25mm in 3 positions by means of a butterfly nut.

The steel pulley slider provides stability when blocked, and can be locked by afree-
spinning wing nut, similar to that used on presses.

The handle is ergonomically designed, the tool is sturdy and the teeth on the spindles are
of high quality for agood grip on the pulley.

Specifications Specifications:
- minimum length: 340mm
- maximum length: 380mm
- width: 65mm
- adjustable opening size and locking: 50 to 195mm

Warranty period  2years
Tariff code Tariff Normal (TN)
Warranty ProcedureEASY



2. B

*Public price Exl. Tax : €41
*Applicable user fees from 01/09/2025 to 31/08/2026

CLAS EQUIPEMENTS Tel : +33 (0) 4 79 72 62 22 Monday to Friday - From 8 to 12h
83, chemin de la CROUZA Fax : and from 13h30 to 17h30 (16h30 on

73800 CHIGNIN Friday)
France




