
TIE-ROD ASSEMBLER/REMOVER Ø30-Ø45mm WITH INTERCHANGEABLE
HEADS 4PCS
Reference : OM 9175

Item name TIE-ROD ASSEMBLER/REMOVER Ø30-Ø45mm WITH INTERCHANGEABLE
HEADS 4PCS

Bar code 3700461469244

Introduction Allows fast free-standing and removal of axial steering ball joints from 30 to 45mm.
Heads comprise a cage with three hardened steel rollers. Tool rotation causes the rollers to
self-lock between the tool body and the ball joint, enabling the axial ball joint to be
screwed on/off without damaging it.
Compatible with round, hexagonal and octagonal spherical plain bearings.

Product highlight Heads with retaining screw
3 in 1

Specifications Specifications:
- Ø head 30-35mm: 72mm
- Ø head 35-40mm: 78mm
- Ø head 40-45mm: 90mm
- screw-retained head for greater safety
- 1/2" drive + 32mm hex for more power
- length with head: 410mm (hollow)
- weight: 2kg

Warranty period No warranty (consumable)

Product weight (kg) 2 kg



Tariff code Tariff Normal (TN)

Drive 1/2"

Warranty ProcedureNO

   

*Public price Exl. Tax : €109
*Applicable user fees from 01/09/2025 to 31/08/2026
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